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Note:
1: Material Bk
Barrel: PhBz C5191 (. #§# C5191)
Plunger A: SK4  (f3kA: SK4)
Plunger B: BeCu C1751  (4:kB: ###IC1751 )
Spring: Music wire SWP—B  (9i#: ZENZ&SWP—B)
2: Plating (15 -

Barrel: 20u’ Au over 80~100u’ Ni(&% . $4:20u’, HE60~100U’. )

Plunger A&B: 40u’ Au over 80~120'u Ni (43kA&B: #4:40u’, #K80~120u’

Spring: 1u’ Au over 50~80'u Ni (#i¥: ¥4 1u’, #K50~80u’. )

3: Electrical () -

Rated Current & Voltage: DC 12V; 0.5A (HiE k& Hi12V, 0.5A)

Contact Resistance: 100 mohm Max. at working stroke.

B BB K 10020k CFF TARATREIRE )
4: Mechanical(FUBPERE

Force: 20g+20% at working stroke. (209+20% £ {17

Full stroke: 1.10mm (2478 1.10mm)
Durability: 200.000 cycles(min) (Zifi:
5: WorkTemperture CLAEFRET):
Withstanding Higt Temperature: 280TC
Operational Temperature: - 20C~ + 70C
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THE UNMARKED TOLERANCE ARE AS BELOW :

LENGTH ANGLE
XX +0.05mm X.
X +0.10mm X.

+0.20mm X.

XX +0.50°
X +1.00°

X.
X.
X. +2.00°
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